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(82) Cockpit trim control input posi-
tion—pitch;

(83) Cockpit trim control input posi-
tion—roll;

(84) Cockpit trim control input posi-
tion—yaw;

(85) Trailing edge flap and cockpit
flap control position;

(86) Leading edge flap and cockpit
flap control position;

(87) Ground spoiler position and speed
brake selection; and

(88) All cockpit flight control input
forces (control wheel, control column,
rudder pedal).

(i) For all turbine-engine powered
airplanes with a seating configuration,
excluding any required crewmember
seat, of 10 to 30 passenger seats, manu-
factured after August 18, 2000—

(1) The parameters listed in para-
graphs (h)(1) through (h)(57) of this sec-
tion must be recorded within the
ranges, accuracies, resolutions, and re-
cording intervals specified in Appendix
F of this part.

(2) Commensurate with the capacity
of the recording system, all additional
parameters for which information
sources are installed and which are
connected to the recording system
must be recorded within the ranges, ac-
curacies, resolutions, and sampling in-
tervals specified in Appendix F of this
part.

(j) For all turbine-engine-powered
airplanes with a seating configuration,
excluding any required crewmember
seat, of 10 to 30 passenger seats, that
are manufactured after August 19, 2002
the parameters listed in paragraph
(a)(1) through (a)(88) of this section
must be recorded within the ranges, ac-
curacies, resolutions, and recording in-
tervals specified in Appendix F of this
part.

(k) For airplanes manufactured be-
fore August 18, 1997 the following air-
plane type need not comply with this
section: deHavilland DHC–6.

[Doc. No. 25530, 53 FR 26151, July 11, 1988, as
amended by Amdt. 135–69, 62 FR 38396, July
17, 1997; 62 FR 48135, Sept. 12, 1997]

§ 135.153 Ground proximity warning
system.

(a) No person may operate a turbine-
powered airplane having a passenger
seat configuration of 10 seats or more,

excluding any pilot seat, unless it is
equipped with an approved ground
proximity warning system.

(b) [Reserved]
(c) For a system required by this sec-

tion, the Airplane Flight Manual shall
contain—

(1) Appropriate procedures for—
(i) The use of the equipment;
(ii) Proper flight crew action with re-

spect to the equipment; and
(iii) Deactivation for planned abnor-

mal and emergency conditions; and
(2) An outline of all input sources

that must be operating.
(d) No person may deactivate a sys-

tem required by this section except
under procedures in the Airplane
Flight Manual.

(e) Whenever a system required by
this section is deactivated, an entry
shall be made in the airplane mainte-
nance record that includes the date and
time of deactivation.

[Doc. No. 26202, 57 FR 9951, Mar. 20, 1992, as
amended by Amdt. 135–60, 61 FR 2616, Jan. 26,
1996; Amdt. 135–66, 62 FR 13257, Mar. 19, 1997]

EFFECTIVE DATE NOTE: At 65 FR 16755, Mar.
29, 2000, § 135.153 was amended by adding
paragraph (f), effective Mar. 29, 2001. For the
convenience of the user, the added text fol-
lows:

§ 135.153 Ground proximity warning system.

* * * * *

(f) This section expires on March 29, 2005.

§ 135.154 Terrain awareness and warn-
ing system.

(a) Airplanes manufactured after March
29, 2002:

(1) No person may operate a turbine-
powered airplane configured with 10 or
more passenger seats, excluding any
pilot seat, unless that airplane is
equipped with an approved terrain
awareness and warning system that
meets the requirements for Class A
equipment in Technical Standard Order
(TSO)–C151. The airplane must also in-
clude an approved terrain situational
awareness display.

(2) No person may operate a turbine-
powered airplane configured with 6 to 9
passenger seats, excluding any pilot
seat, unless that airplane is equipped
with an approved terrain awareness
and warning system that meets as a
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